BRUSHLESS FAN WIRING DIAGRAM
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Mote: Fuse value varies dependent
on the SPAL brushless motor size

OPTIONAL OVERRIDE SWITCH
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BRUSHLESS FAN INFORMATION

DESCRIPTION PUSH/PULL HEIGHT
30107089 10" FLUSH MOURNT, SEALED, BRUSHLESS FAN PULL 1345 11.00" 11.00" 3.30"
30107059 11" DROP-IN MOUNT, SEALED, BRUSHLESS FAN PULL 1442 12.80" 12.80" 3.00"
30107087 12 DROP-IN MOUNT, SEALED, BRUSHLESS FAN PULL 1802 13.10° 13.10" 3.00"
30107102 14" DROP-IN MOUNT, 500W, SEALED, BRUSHLESS FAN PULL 2395 15.00" 15.00" 3.10"
30107103 14" DROP-IN MOUNT, SEALED, BRUSHLESS FAN FULL 2003 15.00" 15.00" 3.10"
30107125 152" FLUSH MOUNT, SEALED, BRUSHLESS FAN PULL 1972 15.70" 12./0" 3.20"
30107072 16" FLUSH MOUNT, SEALED, BRUSHLESS FAN PULL 1870 15.70" 15.70" 3.20"
30107101 16" DROP-IN MOUNT, 500W, SEALED, BRUSHLESS FAN PULL 2430 1/7.00" 17.00" 3.20"
30107090 16" DROP-IN MOUNT, SEALED, BRUSHLESS FAN PULL 2053 17.00™ 17.00" 3.10"

BRUSHLESS FAN TEMPERATURE SENSOR INFORMATION

DESCRIPTION
MINIMUM: 140°F // FULL: 1465°F

SBL-TS-165P

SBL-TS-185FP MINIMUM: 165%F // FULL: 185%F
SBL-TS-215P MINIMUM: 190°F // FULL: 215°F




